

 
We are trying to make our public meetings accessible to all members of the public.  If you need special 
accommodations, please call City Hall three days prior to this meeting (425) 745-1891. 


    
 
 
 


 Design Review Board Agenda 
 15728 Main Street, Mill Creek, Washington  98012 
 
 


September 21, 2017 
5:15 p.m. 


COUNCIL CHAMBERS 
 


I.  CALL TO ORDER: 5:15 p.m. 
 
 


II.  ROLL CALL: 5:15 p.m. 
 
 


III. APPROVAL OF MINUTES: 5:16 p.m. 
 


A. Approval of June 15, 2017 Meeting Minutes (1) 
 
 


IV. NEW BUSINESS: 5:17 p.m. 
 


A. Silver Firs Dentistry – Monument Sign (2) 


 
B. Gateway Shopping Center – Building Elevations (3) 


 
 
V. ADJOURNMENT: 6:00 p.m. 


 
 
 


ATTACHMENTS: 
1. June 15, 2017 Meeting Minutes 
2. Staff report 
3. Staff report 
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CITY OF MILL CREEK 
DESIGN REVIEW BOARD MEETING MINUTES 


June 15, 2017 
 


Draft 
DRB Members: 


Dave Gunter, Chair 
David Hambelton, Vice Chair 
D. Wayne Bisom  
Tina Hastings  
Beverly Tiedje 


 
Community Development Staff: 


Sherrie Ringstad, Planning Specialist 
 


I.  CALL TO ORDER: 
 


Chair Gunter called the meeting to order at 5:15 p.m.  
 


II.  ROLL CALL: 
 
  All members were present as noted above. 
 
III. MINUTES: 
 


A. Minutes of April 20, 2017 
 


MOTION: Member Hastings moved, seconded by Member Bisom, to approve the 
April 20, 2017 minutes as presented.  The motion was approved 
unanimously. 


 
IV. NEW BUSINESS: 
 


The Church of Jesus Christ of Latter-Day Saints – Roadway Buffer Landscaping 
Planning Specialist Sherrie Ringstad gave the staff presentation, which included 
background information, photos of existing conditions, the rational for the requested 
modifications, and a description of the proposed roadway buffer landscaping.  
Ms. Ringstad reviewed the Design Guidelines contained in the Comprehensive Plan and 
the Municipal Code and stated that based on the proposed plans consistency with these 
Guidelines, staff is recommending approval as conditioned in the staff report. 







Design Review Board Meeting Minutes 
June 15, 2017 
Page 2 
 


Member Bisom asked if the stumps of the trees being removed would be completely 
ground out. 
 
Glenn Takagi, 18550 Firlands Way North #102, Shoreline, WA 98133 
Mr. Takagi, the Landscape Architect for the project, confirmed that the stumps would be 
ground out completely in the lawn areas.  Where a hazardous tree has to be removed from 
the landscape beds surrounding the trees to be preserved, it is likely that the stump will be 
cut just to ground level but not ground out completely because of the conflict with the 
roots of the trees being preserved.   
 
Member Bisom asked about the spacing of the understory plantings.  Mr. Takagi stated 
that spacing and plant species will be determined in the field and will be dependent on 
available room given that they will be working around existing tree roots. 
 
Member Bisom asked about soil amendment.  Mr. Takagi stated that the soil will be 
amended with two to three inches of sandy loam and compost.   
 
Member Hastings asked about the sidewalk adjacent to the southern entry drive being 
added to provide a pedestrian access from the church to the sidewalk.  Mr. Takagi 
confirmed that it would be the same width as the sidewalk adjacent to the northern entry 
drive aisle. 
 


MOTION: Member Bisom moved, seconded by Member Tiedje, to approve the 
proposed roadway buffer landscaping for The Jesus Christ of the Latter-Day 
Saints as conditioned in the staff report.  The motion was approved 
unanimously. 


 
 V. ADJOURNMENT: 


 
  Chair Gunter adjourned the meeting with the consensus of the Board at 5:30 p.m.   
 


Submitted by: 
 
 
 


         
Sherrie Ringstad, Planning Specialist  
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CITY OF MILL CREEK 
DESIGN REVIEW BOARD 


APPLICATION PL2017-0019 
 


 
PART I - SUMMARY INFORMATION 


 
NAME OF PROJECT: Silver Firs Family and Implant Dentistry Freestanding Sign 
 
APPLICANT:  Silver Firs Family and Implant Dentistry 
  13209 44th Avenue SE 
  Mill Creek, WA  98012 
   
LOCATION: The project is located at 13209 44th Avenue SE, Mill Creek, Washington. 
 
PROPOSAL: Review of freestanding sign.  
 
ZONING: East Gateway Urban Village - EGUV 
 
 


PART II – DESIGN REVIEW BOARD AUTHORITY 
 
Freestanding Sign: 
Freestanding commercial development identification signs must receive approval from the City of Mill 
Creek Design Review Board in accordance with MCMC Section 17.26.020.E.  Freestanding 
(monument) signs are reviewed in accordance with the sign standards set forth in MCMC Chapter 
17.26 and the design criteria set forth in MCMC Section 17.34.040.G. 
  
 


PART III – BACKGROUND AND PROJECT DESCRIPTION 
Background 
Silver Firs Family and Implant Dentistry is located on Lot 1 of the commercial area east of 44th 
Avenue SE.  Lot 1 is permitted one monument sign along the SR 96 (132nd Street SE) arterial.  The 35-
foot wide roadway buffer where the sign could be located is owned and maintained by the original 
developer of the area, Polygon Homes, LLC.  Therefore, in order to locate the sign as close to the 
SR96 right-of-way as possible, the owner of Lot 1 is proposing to install the monument sign on the 
northwest corner of Lot 1 adjacent to the roadway buffer facing the SR 96 arterial, see Attachment 1 – 
Site Photos. 
 
 


PART IV – PROJECT ANALYSIS 
 


Below is an analysis and summary of the consistency of the proposal with the City’s Design 
Guidelines: 
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Freestanding Sign Criteria 
In accordance with MCMC Section 17.26.020.E.7, the site may have one freestanding sign not 
exceeding 16 square feet in area and having a maximum height of 42 inches.  In addition, other 
requirements include that the sign must be located no closer than five feet to any street right-of-way or 
access easement; and at street intersections, driveways, corner or radius lots, or other potential traffic 
conflict points, the sign is not allowed to be located in an area that would obstruct the required sight 
distance. 
 
MCMC Section 17.34.040.G requires that freestanding monument signs be designed to be 
complementary to, and coordinated with, building colors and be in scale and proportion with building 
design, and further states that the sign should provide only the name and address of the building, 
building complex and/or building tenants.   
 
Proposal – Freestanding Sign 
The proposed sign is 42 inches high with a single side sign face area of 16 square feet. The sign is 
proposed to be set back approximately 40 feet from the SR 96 right-of-way and five feet back from the 
44th Avenue SE right-of-way in front of the raised planter angled to face SR 96.  The proposed sign is 
mounted on metal framework in a one-foot high concrete base that is wrapped with wood and 
decorated with stacked stone facing.   The sign area is divided into four spaces with opaque vinyl 
background topped with a 1”x1” top cap.  The proposed white lettering is illuminated with internal 
LED lighting.  At this time the applicant is proposing signage for two of the four business 
placeholders.   Lettering proposed for the two businesses are “Silver Firs Family and Implant 
Dentistry” and “Stellar Kids Dentistry” each with their logos.  As a Condition of Approval, staff is 
recommending that the two remaining unused panels should be opaque until they are utilized.   
 
The color schemes for each business are complementary and coordinate with the proposed wall sign 
colors, in accordance with MCMC Section 17.34.040.G.3. See the following attachments for details on 
material colors, sign location and existing plants: Attachment 1 – Site Photos, Attachment 2 - 
Monument Sign Design (2 Sheets), Attachment 3 – Sign Location and Attachment 4 – Approved 
Landscape Plan. 
 
Landscape Bed Surrounding Freestanding Sign 
Landscaping is established within the roadway buffer landscape bed at the base of the sign.  Therefore, 
staff is recommending a Condition of Approval requiring the applicant to relocate the existing Azaleas 
that will block the visibility sign and install lower plants such as Kinnickinnick or other complimentary 
low growing shrubs which are tolerant of the drier conditions around the base of the sign.  As 
conditioned, the sign is in compliance with the design criteria. 
 
 


PART V - FINDINGS, CONCLUSIONS, AND RECOMMENDATION 
 
Having viewed the property and reviewed the application, City staff finds that the proposed 
freestanding sign as conditioned is consistent with the design guidelines set forth in MCMC Section 
17.34.040.G. Based on these findings and conclusions staff recommends approval subject to the 
following conditions.  
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1. The sign design, materials, and colors shall be as portrayed on the materials submitted with the 
application, except as may be modified by the conditions imposed by the Design Review Board.  
 


2. The Monument Sign Design shall be revised to show the two remaining unused panels as opaque 
until they are utilized.   


 
3. The sign shall not be installed until a sign permit is issued by the Building Official.   


 
4. Relocate the existing Azaleas that will block the visibility sign and install lower plants such as 


Kinnickinnick or other complimentary low growing shrubs which are tolerant of the drier 
conditions around the base of the sign. 


 
 


ATTACHMENTS: 
Attachment 1 – Site Photos 
Attachment 2 – Monument Sign Design (2 Sheets) 
Attachment 3 – Sign Location 
Attachment 4 – Approved Landscape Plan 
 







Attachment 1 – Site Photos 


 


Corner of SR 96 and 44th Avenue SE 


 


Proposed Sign Location (this sign is to be removed) 







 


SR 96 Frontage (35’ Roadway Buffer and Utility Hubs) 
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Attachment 2- Monument Sign Design
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Attachment 2 - Monument Sign Design
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Typical Sign Base 
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Attachment 3 - Sign Location
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Attachment 4 - Approved Landscape Plan
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CITY OF MILL CREEK 
DESIGN REVIEW BOARD 


APPLICATION PL2017-0020 
 


 
PART I - SUMMARY INFORMATION 


 
NAME OF PROJECT: Gateway Shopping Center Exterior Remodel 
 
APPLICANT: Emily Gilbert 
 Cushing Terrell Architects & Engineers 
 200 West Mercer Street, Suite 503 


Seattle, Washington 98119 
   
LOCATION: The project is located at 13314 Bothell-Everett Highway, Mill Creek, 


Washington. 
 
PROPOSAL: Review of building elevations  
 
ZONING: Community Business - CB 
 
 


PART II – DESIGN REVIEW BOARD AUTHORITY 
 
Building Elevations, Materials, and Colors: 
In accordance with Mill Creek Municipal Code (MCMC) Section 17.34.020, the Design Review Board 
(DRB) shall review building elevations, materials, and colors for commercial and industrial 
developments.  Design guidelines for commercial, business park/industrial buildings are set forth in 
MCMC Section 17.34.040.B.  
 
 


PART III – BACKGROUND AND PROJECT DESCRIPTION 
 
In 1997 the City approved the Binding Site Plan for the Gateway Shopping Center.  The site was 
developed with Safeway as the anchor tenant.  On July 25, 2015, Safeway closed their store.  The 
55,000 square foot space formerly occupied by Safeway (13314 Bothell-Everett Highway) has been 
leased to two new tenants:  Sprouts and Planet Fitness.  Sprouts will be occupying 29,942 square feet 
and Planet Fitness will be occupying 25,058 square feet.  To update the exterior of the new lease area 
building frontage, the applicant is proposing to demolish the existing curved façade and construct two 
clearly identifiable store entrances with geometric lines and a modern neutral color scheme.  As a side 
note, the owner will be removing the existing parking lot surface and subsurface, installing new 
drainage and repaving the parking lot and landscape islands north of the SR 527 drive aisle for these 
new tenants.  The pavement improvements are not subject to Design Review Board review. 
 
See Attachment 1- Site Plan, Attachment 2 – Photos and Attachment 3 – Project Narrative to see 
the existing site layout and building exteriors along with a description of the project. 
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Please note that the wall signage shown in the attachments is conceptual in nature and will be reviewed 
by staff at a future date. 
 
 


PART IV – PROJECT ANALYSIS 
 
Below is an analysis and summary of the consistency of the proposal with the City’s Design 
Guidelines: 
 
Building Elevation Criteria 
The Code requires that buildings incorporate modulation to reduce the overall bulk and mass of 
buildings and to avoid blank walls.  In addition, building design shall incorporate traditional building 
materials such as masonry, stone, stucco, heavy timbers, brick, and other natural appearing materials.  
Building colors should accent, blend with, or complement surroundings. Bright or brilliant colors 
should be reserved for trim and accents. The City’s building design objectives call for a consistent 
visual identity to be applied to all sides of buildings visible to the general public and for all building 
sides to have an equivalent level of quality of materials, detailing, and window placement. 
 
In addition, the Code requires outdoor mechanical equipment to be screened from view, including 
ground level and rooftop mechanical and communication equipment. The method of screening shall be 
architecturally integrated with the building with respect to materials, color, shape, and size. 
 
Proposal – Building Elevations, Materials and Colors and Outdoor Mechanical Equipment 
 
The proposed building exterior materials and colors (See Attachment 4 – Building Elevations and 
Materials, Sheets G201 and A202) will include removal of the existing curved façade and installation 
of a new geometric design façade, which will visually divide this large space into two tenant spaces.   
Materials proposed include a combination of split face concrete masonry units (CMU) in the color grey 
(Soft Cotton) and two different colors of brick veneer consisting of neutral colors (Desert Tan and 
Denver Claret) and seven different neutral colors of paint (Olympic Mountains, Bennington Grey, 
Gettysburg Grey, Baffin Island, Swing Brown, Squirrel Tail, and White Zinfandel).  Proposed 
materials will be arranged in horizontal bands of varying width and vertical patterns to help break up 
the building bulk and create prominent entry points. New windows will be added.  An awning will be 
added to the Sprouts entry to provide weather protection.  The Planet Fitness space has an existing 
awning that will be painted.  The cornice along the upper rooflines will be flat to match the new 
geometric lines of the building.   
 
As proposed, staff believes that the building elevations are in compliance with the design guidelines 
contained in the Code.  However, to blend the new exterior building design with the remaining 
buildings in the Gateway Shopping Center (the 13402, 13416, 13206 and 13300 buildings – see 
Attachment 2 – Site Photos), staff is recommending as a Condition of Approval that the applicant 
paint the exterior of all these building to be consistent and compatible with the color scheme of the 
new tenant spaces to meet the City’s Design Guidelines in MCMC 17.34.040B.1.C.  In addition, staff 
is recommending as a Condition of Approval that all roof top equipment (HVAC) be screened in a 
manner that is integrated into the building design to meet the City’s Design Guidelines in MCMC 
17.34.040.E. 
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PART V - FINDINGS, CONCLUSIONS, AND RECOMMENDATION 
 
Having viewed the property and reviewed the application, City staff finds that the proposed building 
elevations will be consistent with the design guidelines set forth in MCMC Section 17.34.040 and is 
recommending approval subject to the following conditions.  
 
1. The building elevations, materials, colors, and design shall be as portrayed in the application. 


 
2. The exterior of the 13402, 13416, 13206 and 13300 buildings shall be painted to match the 


color scheme of the new tenant spaces (13314 building). 
 


3. All roof top equipment shall be either screened in a manner that is integrated into the building 
design. 


 
 
ATTACHMENTS: 
Attachment 1- Site Plan  
Attachment 2 – Site Photos 
Attachment 3 – Project Narrative 
Attachment 4 – Building Elevations and Materials, Sheets G201 and A202 
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Attachment 1 - Site Plan
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GENERAL DEMOLITION NOTES:
A. THE REMOVAL/DEMOLITION NOTES LISTED ON THESE SHEETS ARE INTENDED TO CONVEY A


GENERAL DESCRIPTION OF THE REMOVAL/DEMOLITION WORK THROUGHOUT THE PROJECT.


B. WHETHER SPECIFICALLY INDICATED OR NOT, ALL ITEMS/MATERIALS/EQUIPMENT REQUIRED TO
BE REMOVED OR DEMOLISHED TO COMPLETE THE WORK SHALL BE INCLUDED IN THE PROJECT.


C. COORDINATE ALL ELECTRICAL & STRUCTURAL DEMOLITIONS WITH ELECTRICAL & STRUCTURAL
SHEETS.


D. WHERE EXISTING EQUIPMENT, PIPING, CEILINGS, DUCTS, ETC.  ARE SCHEDULED TO BE
REMOVED, SUCH DEMOLITION SHALL INCLUDE THE REMOVAL OF ALL ANCHORS, HANGERS,
FRAMING, FOUNDATIONS, PADS, AND OTHER ASSOCIATED CONSTRUCTION.


E. ALL REMOVED ITEMS, EXCEPT THOSE NOTED TO BE REUSED OR TO REMAIN AS THE PROPERTY
OF THE OWNER SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE
REMOVED FROM THE JOBSITE.  COORDINATE THE MATERIAL OR EQUIPMENT SALVAGE WITH
THE OWNER.


F. PROMPTLY REPAIR DAMAGES CAUSED TO ADJACENT FACILITIES/FINISHES BY DEMOLITION OR
CONSTRUCTION WORK AT NO ADDITIONAL COST TO THE OWNER, REPAIR SHALL EXTEND TO
THE NEAREST INSIDE OR OUTSIDE CORNER.


G. CONTRACTOR TO VISIT SITE AND VERIFY EXISTING CONDITIONS PRIOR TO THE
COMMENCEMENT OF WORK.  CONTRACTOR IS RESPONSIBLE TO CORRELATE HIS
OBSERVATIONS WITH THESE CONTRACT DOCUMENTS.  IF INCONSISTENCIES EXIST, THE
CONTRACTOR SHALL INFORM THE ARCHITECT IN WRITING BEFORE COMMENCEMENT OF WORK.


H. REMOVE DEBRIS FROM SITE IMMEDIATELY AND DISPOSE OF LEGALLY.  THE BUILDING AND
GROUNDS SHALL BE KEPT CLEAN AND FREE OF REFUSE AT ALL TIMES.


I. COORDINATE SCHEDULE OF DEMOLITION WORK WITH OWNER TO MINIMIZE DISRUPTION OF
OWNER'S OPERATIONS.


J. COORDINATE DEMOLITION AND RECONFIGURATION OF ELECTRICAL SERVICE W/ OWNER.
COORDINATE CONTINUITY OF HOUSE POWER AND PANEL W/ OWNER.


DEMO LEGEND


DIMENSION TO CENTER OF WALL OR WINDOW


DIMENSION TO GRID LINE


FACE OF EXISTING FINISH


DIMENSION TO FACE OF STUD OR EXISTING WALL


EXISTING DOOR TO REMAIN


F.E.F.


DETAIL OR SECTION NUMBER
SHEET WHERE DRAWN


ROOM NAME


EXISTING CONSTRUCTION


EXISTING TO BE REMOVED


℄


GRIDSX


REMOVE ELEMENT


AREA NOT IN CONTRACT


EXISTING DOOR TO REMOVE


DEMOLITION KEYED NOTES #


1. DOOR TO BE REMOVED. REMOVE DOOR, FRAME, AND


ASSOCIATED CONSTRUCTION.


2. NONSTRUCTURAL PARTITION TO BE REMOVED


3. COMPLETELY REMOVE SIDEWALK TO EXTENTS SHOWN- FROM


GRID 1 @ EAST TO GRID F @ NORTH. REFER TO CIVIL SHEETS


4. STAIR TO BE REMOVED


5. MEZZANINE TO BE COMPLETELY REMOVED


6. REMOVE PORTION OF EXTERIOR MASONRY WALL. REFERENCE


STRUCT.


7. REMOVE INTERIOR FURRING & INSULATION.


8. REMOVE EXISTING COOLER/FREEZER BOX WALLS & CEILING


9. REMOVE CMU SHEAR WALL COORDINATED WITH STRUCTURAL


FOR TEMPORARY SUPPORT.


10. REMOVE CEILING


11. REMOVE SPRINKLER PIPING BACK TO RISERS


12. COMPLETELY REMOVE DRY SPRINKLER SYSTEM


13. COMPLETELY REMOVE ALL M/E/P. CAP LINES ARE REQUIRED


14.  REMOVE EXISTING DOCK LEVELER


15. REMOVE INTERIOR SLAB ON GRADE TO EXTENTS SHOWN.


DRAWN BY |


REVISIONS


© |     ALL  RIGHTS  RESERVED


CHECKED BY |


G
A


TE
W


A
Y 


C
EN


TE
R


 - 
LA


N
D


LO
R


D
'S


 W
O


R
K


M
IL


L 
C


R
E


E
K


, W
A


 9
80


12
13


31
4 


B
O


TH
E


LL
 E


V
E


R
E


TT
 H


W
Y


DRB PACKAGE


08.29.2017


2017


L:\KIMCO\MILAB\BIMCAD\Arch\DRB Package\KCMBa001.dwg


DEMO PLAN
MAIN FLOOR &
MEZZANINE


KMH


-


1


A001


MAIN FLOOR DEMOLITION PLAN
 1/16"=1'-0"


32'16'8'0


SCALE: 1/16" = 1'-0"


2


A001


MEZZANINE DEMOLITION PLAN
 1/16"=1'-0"


32'16'8'0


SCALE: 1/16" = 1'-0"
NORTH


REF.
NORTH


REF.


Location A Location B Location C Location D


Location D
Side of Building Front


Location B
Cart Area with Pony Wall


Location A
Door Location


G101


EXISTING SITE WORK PHOTOS



christi

Text Box
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13416 Bothell‐Everett Highway Building 


 


13300 Bothell‐Everett Highway Building 
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13206 Bothell‐Everett Highway Building 
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http://www.cushingterrell.com   E-mail: info@ctagroup.com 


 
 


 
 


08.29.2017 
 


 
To Whom it May Concern,  
 
 
The project is a former 55,000 square foot Safeway grocery store that acts as the architectural focal 
point of the Gateway Shopping Center located at 13314 Bothell Everett Highway.    The goal of this 
project is to update the large, singular building façade to reflect the interior demising into (2) tenant 
spaces, at the same time working to create a renewed sense of permanence and timelessness through 
the use of new geometries, materials, and modern color schemes.   
 
The new composition of the façade use unique and prominent geometry as well as a change in materials 
to create clearly identifiable store entrances and visual interest. These geometries also modulate the 
façade visually breaking up the mass of the building. Traditional building materials like brick and 
masonry ground the building in the site and along with stucco/EIFS align with the surrounding shopping 
center buildings, and wood provides a natural accent, tying into the landscape.  The design retain much 
of the original glazing on the south half while large glazing elements on the north half (Sprout) break up 
the larger bulk of the wall.  In addition to the vertical building elements, the clean simple awnings create 
a horizontal visual line as well as providing shelter. The color scheme of the new design incorporates 
earthy tones that standout against, yet speaks to, the natural backdrop.  At the same time, the 
consistent use of color on for both tenant spaces creates a design hierarchy that uses the contrast of 
darker tones against lighter tones, with the lighter tones giving prominence to entry elements.   
 
The completion of this project allows the two separate tenants to retain their distinct identities, while 
reducing the overall bulk and mass of the building by creating proportional façade sections. The updated 
design palette works to create a consistent character through materials, colors, and design philosophy 
that ties the individual elements, and compliments the overall language of the Gateway Shopping 
Center.  
 
 
Sincerely,   
 
Emily Gilbert 
Architecture 
d 206.395.7601 | o 206.282.6222 
___________________________________________________  
  
Cushing Terrell Architects Engineers 
Pioneering Environments 
www.CTAGROUP.com 
 



http://www.ctagroup.com/

http://www.ctagroup.com/
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Attachment 3 - Project Narrative
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GENERAL DEMOLITION NOTES:
A. THE REMOVAL/DEMOLITION NOTES LISTED ON THESE SHEETS ARE INTENDED TO CONVEY A


GENERAL DESCRIPTION OF THE REMOVAL/DEMOLITION WORK THROUGHOUT THE PROJECT.


B. WHETHER SPECIFICALLY INDICATED OR NOT, ALL ITEMS/MATERIALS/EQUIPMENT REQUIRED TO
BE REMOVED OR DEMOLISHED TO COMPLETE THE WORK SHALL BE INCLUDED IN THE PROJECT.


C. COORDINATE ALL ELECTRICAL & STRUCTURAL DEMOLITIONS WITH ELECTRICAL & STRUCTURAL
SHEETS.


D. WHERE EXISTING EQUIPMENT, PIPING, CEILINGS, DUCTS, ETC.  ARE SCHEDULED TO BE
REMOVED, SUCH DEMOLITION SHALL INCLUDE THE REMOVAL OF ALL ANCHORS, HANGERS,
FRAMING, FOUNDATIONS, PADS, AND OTHER ASSOCIATED CONSTRUCTION.


E. ALL REMOVED ITEMS, EXCEPT THOSE NOTED TO BE REUSED OR TO REMAIN AS THE PROPERTY
OF THE OWNER SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL BE
REMOVED FROM THE JOBSITE.  COORDINATE THE MATERIAL OR EQUIPMENT SALVAGE WITH
THE OWNER.


F. PROMPTLY REPAIR DAMAGES CAUSED TO ADJACENT FACILITIES/FINISHES BY DEMOLITION OR
CONSTRUCTION WORK AT NO ADDITIONAL COST TO THE OWNER, REPAIR SHALL EXTEND TO
THE NEAREST INSIDE OR OUTSIDE CORNER.


G. CONTRACTOR TO VISIT SITE AND VERIFY EXISTING CONDITIONS PRIOR TO THE
COMMENCEMENT OF WORK.  CONTRACTOR IS RESPONSIBLE TO CORRELATE HIS
OBSERVATIONS WITH THESE CONTRACT DOCUMENTS.  IF INCONSISTENCIES EXIST, THE
CONTRACTOR SHALL INFORM THE ARCHITECT IN WRITING BEFORE COMMENCEMENT OF WORK.


H. REMOVE DEBRIS FROM SITE IMMEDIATELY AND DISPOSE OF LEGALLY.  THE BUILDING AND
GROUNDS SHALL BE KEPT CLEAN AND FREE OF REFUSE AT ALL TIMES.


I. COORDINATE SCHEDULE OF DEMOLITION WORK WITH OWNER TO MINIMIZE DISRUPTION OF
OWNER'S OPERATIONS.


J. COORDINATE DEMOLITION AND RECONFIGURATION OF ELECTRICAL SERVICE W/ OWNER.
COORDINATE CONTINUITY OF HOUSE POWER AND PANEL W/ OWNER.
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